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INTERRUPT DEVICE, INCREMENT 1  

 
 

                        
 

Training Category/Level Utilized: 

 Military Intelligence/Level  3 

 

Logistic Responsible Command, Service, or Agency: 

 PEO STRI 

 

Source and Method of Obtaining: 

 Available through local TSC  

 

Purpose of Trainer: 

 Allows the CREW 1 or Duke training devices to disable any IED trainer that uses a hard-wired trigger and Improvised 

Explosive Device (IED) simulator.  

 

Functional Description: 

    DVC 30-31provides a training simulator that is hard-wired between a trigger and IED.  When the Interrupt Device receives a 

disarm code from the CREW 1 or Duke training devices it opens the circuitry between the trigger and IED thereby preventing 

detonation. 

 

Physical Information: 

 Dimensions:  7” x  4” x  2” 

 Weight:  1.6 lb. 

 

Equipment Required, Not Supplied: 

 “AA” Batteries (8) total 

 

Special Installation Requirements: 

 None  

 

Power Requirements: 

 “AA” Batteries (8) total 

 

Applicable Publications: 

    NOTE:  Interrupt Device is under CREW 1 Technical Publications. 

Operators Manual:  TM 11-6920-701-10 

System Maintenance Manual:  SMM 11-6920-701-24&P 

 



Reference Publications: 

 None  

 

Training Requirements Supported: 

 Individual Training:  Any MOS with a mission requirement to operate in an environment where the Improvised Explosive 

Device threat is likely 
 

 


